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Key features:
•  Audible (72dBA) and visual alarm unit for relief valve discharges 

 or water tank overflow

•  Operational features: Set-up check/Unit on, Alarm stage warning,  
 Battery condition, Auto low power alert

•  Auto-mute/Auto-reset with manual override

•  Senses water and temperature in four stages to aid fault diagnosis

•  Helps save water and energy

•  Complies with G3 Regulations to aid visually and mobility impaired

•  Simple clip-on design and fitted within seconds on any hotun
 tundish

•  Battery operated (2032 coin cell, supplied with unit.)
 Requires no specialist electrical knowledge to fit

hotun
detect

Introducing the award winning and critically aclaimed,
world's first, in-tundish water detection, temperature

sensing, audible & visual alarm system
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Award winning and critically acclaimed product!
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Product Guide

Officially accepted for use by some of the UK's largest manufacturers:

Fit the UK's market-leading, award winning, critically aclaimed 
dry-trap tundish and alarm system

techtech

hotun - it’s not just a tundish

Follow us on

The energy you need

Making relief valve water 
SEEN and HEARD!

Patented • Pioneering • ProductsPatented • Pioneering • ProductsTypical hotun tundish configuration 
for boiler installations

Condensate pipe

Internal soil 
or waste pipe

Min 20mm

No odours

Water sits on the top of 
the valve, forming a small, 
easily seen, visible puddle 

even after the PRV has 
stopped dripping, without 

having to remove the 
tundish from the pipeline!

No other dry-trap tundish 
on the market has this 

vital-for-diagnosis 
unique benefit. 

Visible
discharge
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Suggested Applications
Small water heaters & boilers

Connections – Inlet
15mm compression

Connections – Outlet
22mm compression

Max. Flow rate (L/min)
16

Rated Flow Rate (L/min)
12

Temperature Rating
120°C

Dimensions
104mm(H) 57mm Ø

Product Code
HW100C (WHITE)
HB100C (BLACK)

100C RANGE
15/22mm

CA
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Suggested Applications
Large unvented cylinders & boilers

Connections – Inlet
15mm compression

Connections – Outlet
32mm universal/pushfit

Max. Flow rate (L/min)
20*

Rated Flow Rate (L/min)
18*

Temperature Rating
120°C

Dimensions
126mm(H) 57mm Ø

Product Code
HHW100C (WHITE)
HHB100C (BLACK)

100C RANGE
15/32mm

B CA

*accredited UKAS tested flow rates 
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Product Code
HS100C (CLEAR)

• Generally for use on boilers, in accessible locations, to prevent 
access to any potentially scalding water discharging through 
the tundish

• hotun shield (if required) is the ONLY product on market which 
is 100% effective of at preventing access to scalding water 
whilst still allowing visible signs of discharge

• Simply drop shield on to tundish

• Due to regulatory requirments, shield is NOT for use with 
unvented hot water heaters

100C RANGE
Prevents access to 

scalding water

Not compatible with SF range of tundishes
Shield is NOT to be used if tundish is in fluid communication with a wholesome water supply 
e.g. a boiler that has filling loop connected to a mains cold water supply


